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4301H1/5 Series Solid State LED Lamps-High Brite Bi-Color T-1 3/4 (5mm)
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Chicago Miniature Lamp reserves the right to make specification revisions that enhance the design and/or performance of the product
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4301H1/5

Diffused

P AR T NUMB E R
Output C olor

P ackage C olor
R ated C urrent (mA)
F orward V oltage T yp. (V )
F orward V oltage Max. (V )
Luminous Intens ity Min. (mcd)
Luminous Intens ity T yp. (mcd)

P eak Wavelength (nm)

P eak F orward C urrent @ 1ms-300 P P S (A)

Diffus ion

V iewing Angle 20 1/2 (degrees)

R ed/G reen

C lear
10

2.2
2.8
3
6

-

650/568
50

115
25
.06

-R everse B reakdown V oltage Min. (V )

Luminous Intens ity Max. (mcd)

P ower Diss ipation (mW)
C ontinuous F orward C urrent Max. (mA)

T-1 3/4 Dual Color LED

•Provides red and green in the same two lead packages.
•Chips are brightness matched-green and red light is uniform.

R E D C AT HODE

G R E E N C AT HODE

Ø.220

.340

.197

.866

MIN.
.040

NOM.
.100

T Y P .
.020 S Q.

.040

MAX.
.040

All dimensions
in inches .


